
Ear Thermometer

1 Second Quick Measurement

Fever Alarm with Beeper 

(for body temperature    37.5°C (99.5°F) ) 

Selectable °C / °F mode

Ergonomic Design for easy handling

Gentle temperature measurement for 
infants and young children

9 Sets memory



Ear Thermometer
TH839S
3.0V DC, 1 CR2032 Lithium Button Battery
0.01 W
With a new battery approx. 2500 measurement
Thermopile
4-digit, °F display in 0.1 degree increments
3-digit, °C display in 0.1 degree increments
± 0.2°C (0.4°F) within 35.5°C-42.0°C (95.9°F to 107.6°F), 
± 0.3°C (0.5°F) for other range
34.0°C (93.2°F ) to 42.2°C (108.0°F )
10°C (50°F) to 40°C (104°F), RH≦85%

-20°C (-4°F) to 50°C (122°F), RH≦85%

-20～60℃(‐4 ～140°F）,10≦RH≦95%

Approx. 69g (with battery installed)
39 mm (w) × 151 mm (h) × 54 mm (d)
Test Battery (Lithium Button Battery CR2032), probe cap, 
21 probe covers, connection ring, instruction manual.
Probe cover exclusively for TH839S, MC-EP2.

Temperature taking made easy with Omron Ear Thermometer for both adults and children. 
1 second measurement and fever alarm with beeper (for body temperature  37.5°C (99.5°F) )
allows you to take temperature for your child with ease.

Ear Thermometer

Instructions for use

Installing the probe 
cover before measurement

The result appears on 
the display

Insert the probe into the 
probe cover on the 
connection ring. Push the 
connection ring until the 
"Click" sound.
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SPECIFICATIONS

Radiant Innovation Inc.
1F, No. 3, Industrial East 9th Road,
Science-Based Industrial Park,
HsinChu, Taiwan

Product Type:
Model:
Power Supply:
Power Consumption:
Battery Life:
Sensing Unit:
Temperature Display:

Measurement Accuracy:

Measurement Range:
Operating Environment
Temp and Humidity:
Storage Environment
Temp and Humidity:
Transportation
Temp and Humidity:
Weight:
External Dimensions:
Package Content:

Optional Accessories:


